050/051 BKKE/BKKB Data Sheet
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A Brand of Max-Air Technology.

Marine Service Resilient Seated Butterfly Valve

Bill of Materials - BKKE/BKKB Trim

K2
1

Aluminum Bronze

Rev: 01/09/26

T T

Body (ASTM B148 C95800)
2 Seat* EPDM, BUNA
K500 MONEL
3 Upper Stem (ASTM B865 N05500)
. 400 MONEL
%
? ' 4 Disc (ASTM A494 M35-1)
K500 MONEL
3 Lower Stem (ASTM B865 N05500)
Stainless Steel 6 Lower Stem Retainer 304SS
Handles Available 7 Stem Bushing PTFE lined fiberglass
8 O-ring NBR
9 Snap Ring 304 SS
10 Split Washer 1Cr13
11 Nameplate Tag Stainless Steel
NSF 372 NSF 61
Features * Note: Additional Seat/Disc Options Available
. 050 Wafer Aluminum Bronze Body sizes 2”- 24"
. 051 Lug Aluminum Bronze Body sizes 2"- 24"
. Max Rated Pressure (bidirectional) oy
2"-12"200 PSI
14"-24"150 PSI \ |

. Lug-style dead end service capabilities through 12"
200 PSI Unidirectional

. Install between Standard ANSI class 125/150 flanges

. ISO 5211 square drive shaft for easy automation

. Conforms to MSS-SP-67, MSS-SP-25, API-609

. Blowout-proof Design

. Field repairable with stock repair kits

. Vacuum service capable 2”thru 12"to 10 microns

. 304 SS Handles available

. Cast Iron & Stainless Steel Gear Operators available Q
Approvals 26
. API 609

. NSF/ANSI 372

. NSF/ANSI 61 (Commercial Hot)
. ABS Type Approval

. USCG Category B

Standard Dimensions (in)

L ‘I’-Ivzlfee: (N RETH
in in SAE Thread
2 1.69 1.82 1.1 4.74 4x0.9 4x3/8-11 UNC 2.76 5.12 118 0.35 1.97 0.30 FO5 4.2 5.2
2 1.81 1.95 1.8 5.49 4x0.7 4x°/8-11 UNC 2.95 543 1.18 0.35 1.97 0.30 FO5 5.5 6.5
3 1.81 1.95 25 6.00 4x0.7 4x5/8-11 UNC 3.74 5.71 118 0.43 1.97 0.30 FO5 6.1 7.3
4 2.05 2.21 35 7.50 4x0.7 8x>/8-11 UNC 417 6.46 118 0.43 2.76 0.41 Fo7 9.0 12.5
5 2.20 2.35 4.6 8.50 4x0.9 8x3/4-10 UNC 4.65 7.4 118 0.55 2.76 0.41 FO7 12.6 16.9
6 2.20 235 5.7 9.51 4x09 8 x 3/4-10 UNC 543 7.99 1.18 0.55 2.76 0.41 FO7 15.1 204
8 2.36 2.56 7.8 11.75 4x1.0 8x3/4-10 UNC 6.42 9.37 1.42 0.67 2.76 0.48 FO7 27.0 333
10 2.68 2.86 9.8 14.25 4x1.0 12x 7/8-9 UNC 7.95 11.18 1.42 0.87 4.02 0.48 F10 40.8 54.5
12 3.07 3.21 1.7 17.01 4x1.0 12x 7/8-9 UNC 9.41 12.52 1.42 0.87 4.02 0.48 F10 60.7 76.2
14 3.07 3.21 12.8 18.74 4x1.14 12x1-8 UNC 10.31 12.99 1.42 0.87 4.02 0.48 F10 86.9 131.5
16 4.02 4.26 14.8 21.24 4x1.14 16x 1-8 UNC 11.81 14.17 2.01 1.06 5.51 0.72 F14 1214 194.8
18 4.49 473 16.78 22.76 4x126 16x11/8-7 UNC 12.6 16.73 2.01 1.06 5.51 0.72 F14 154.2 2355
20 5.00 533 18.9 25.00 4x126 20x11/8-7UNC 1417 17.32 2.52 1.06 6.50 0.87 F16 208.5 340.5
24 6.06 6.17 22.5 29.51 4x138 20x11/4-7UNC 1654 19.69 2.8 1.42 6.50 0.87 F16 387.9 503.0
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